Istruzioni di montaggio
Tendicinghia per XB

Cod. 207550

Per montare i n ~tendicinghia, € i i
I nuovo-tendicinghia, € necessario allentare la tensione della cinghia, svitando I'asse ruota

(senza toglierlo); & importante allentare prima la vite che lo blocca, collocata sulla parte destra inferiore del

rr\ln?nltapgfi (;151 B’;%z::rgegiﬁeggg?u;?;elg?? sul nuc&vo supporto & importante usare le rondelle-spessore da 0,1
| C are ifferenza imensionale d'impacco cuscinetti e per per i du
braccetti triangolari di lavorare paralleli. Sottovalutare questo dettaglio, apparentemenﬁe p%cgoeigss:;eggg

Le due ro i [ i
bt ;diillzuc;ast 01(3: ai,%signo sgmre_at nt;:l caso in cui il supporto marmitta sfregasse contro il nuovo
: nno inserite tra basamento e tenditore i i i
St Ve _ ‘ per poter disassare il tutto di 2
o I'esterno, permettendo il libero oscillamento e assicurando comungue il supporto totale della cinghi;nm
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lMOTRBCYELES COMPONENTFS

To assemble the Free Spirits belt tensioner, you must loosen the belt by unscrewing the rear axle.
First unscrew the Allen-bolt under the right side of the swingarm, than unscrew the two nuts that hold the

original belt tensioner.

Dismount the roller from original bracket, you must install this roller on the new Free Spirits bracket. Make
sure you mount the roller without any play, use the supplied 5/16 hole washers to space out when

necessary.

It’'s essential that the two triangular brackets are mounted 100% parallel double check THIS!

This to avoid irregular friction causing premature wear out.

In case the muffler support is touching the new Free Spirtis belts tensioner you can use the supplied 3/8 hole
washers to space out the exhaust bracket. This to ensure the tensioner will still completely support the belt
After the new Free Spirits belt tensioner is installed, tighten back axle and allen-bolt to lock it.

The Free Spirits belt tensioner, when mounted correctly, is maintenance free!
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