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B-041 July 10,2001  AMENICAN MOTORCYCLES
BLAST TP SENSOR ADJUSTMENT AND DIAGNOSTICS
Purpose i Tighten TP Sensar mounting screws to 13-23 in-lbs.

‘Tha purpose of this bulstn s 1 prowae updated TP Sensor
Adjustment and Troubleshooting instructions.

Motorcycles Affected

The revised TP Sensor Adjustmnt and Troubleshooting pro-

ceduras are for use on all 2000 and 2001 Blast P3 model
motoreyeles.

Required Dealer Action

Use the pracedures containad in Ihis bullelin in lieu of the
procedures i1 both Ins 2000 and 2001 Service Manusls.

Adjustment

NotE
To gain access o the Throtio Position Sensor, romove the
carburetor and air box as an assembly. See Secton 4 of the
appropriate service manat ko procedure.

1. Adjust throtio position sensor as follaws:

a. Back off idle adjustment screw so Ihrottia plate is
fully closed.

b, Gompletely open end closs the thratfla by rolaing
the throtle control through fs full nga of motion.

©. Using special TORX bit (Snap-on® TTXA20E),
Ioosen the Iwo tamper-resistant T20 TORX screws.
just enough to allow sensor to rotate.

. Disconneol pi 3 in connector [B8B] (ein wire har-
noss).

e Insial Braakout Box Adspiors (MD-42862) and
Broakout Box (HD-42682) using black connectors
batusen connector haives [88A] and [88B],

L Turn lgnition switch Io ON. Using a mufimeter, mea-
sure voltage batween pin 3 (VAW) and pin S (BK)

g Adust (rotale) throkte posiion sensor (TPS) until
veillage reading is 0.5V +- 0,08V,

h. Completely open and close the thraltle by rotatng
the throtile control through its ful rangs of mofion.
Wide Opsn Theotie (WOT) should nol exceed 3.7V
and reading shoutd increase consistently as thotle
is openad. fthe voltage reading s ematic o the voll
age reading at WOT exceeds 3.7V see Figure 2 for
alagnosti tosting.

NoTE
After WOT, the TPS reacting may nof retur back to exactly

0.5V +/- 0.08V. To re-chock exact TPS voltage roading, turn
eyele key off and on

(1525 Nm)

2. Install carburotor and air box. Sea saction 4 of the appro-
priate ervic manual for procedure.

AwarnnG

Pull up on saat to verlfy that it is praperly secured, front
and roar. A Iooss seat may shift during vahicle operation
and etarile the rider, possibly causing loss af venicle
control that could resuit In dusth or serious injury.

3. Adjust engine Idle speed, as follows:
& Aun enging al normal operating tamperature,

b Adjust the throttie stop screw 5o the engine idles af
1200 rpm.

NOTE

To measurs engine 7om, use & hand held ductive achom-
6ts7 (Snap-on® ONO-SE-1100) 10 ok up the signal of the
‘spark plug cabe.
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