	1. Has your 2009 model year Buell 1125R or 1125CR experienced an electrical system failure attributed to a failed stator?
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	2. Have you had the wiring harness upgrade installed on your Buell 1125R/CR that is designed to prevent stator overheating and the resulting failure?
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	3. If you have had the wiring harness upgrade installed, did your stator fail afterwards?

	 
	answered question
	97

	 
	skipped question
	3

	 
	Response
Percent
	Response
Count

	yes
	[image: image5.png]



	32.0%
	31

	no
	[image: image6.png]



	16.5%
	16

	stator has not failed
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	4. If you had the wiring harness upgrade installed at the same time as a new stator, did that stator then fail at a later time?
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	5. At what mileage did your stator fail the first time?
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	2001-4000 miles
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	4001-6000 miles
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	6001-8000 miles
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	8001-10000 miles
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	10000+ miles
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	stator has not failed
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	6. If your stator failed a second time, how many miles did it take to fail AFTER being replaced?
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	7. If you have experienced more than 2 stator failures on a single motorcycle, how many have failed?
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	8. Do you believe that the wiring harness upgrade is a complete solution to the problem of overheating/failing stators?
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	9. Do you feel that you cannot rely on your motorcycle to reliably function as intended due to potential stator failure (taking into consideration ONLY stator failure and no other possible malfunctions)?
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